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ISDN QSIG Name Display 


The Integrated Services Digital Network (ISDN) Q Reference Signaling 
Point (QSIG) Name Display feature provides three supplementary services 
pertaining to the calling or connected party name display. These 
supplementary services allow the calling/connected party to either present or 
restrict the display of name identification on an ISDN PRI link. ISDN QSIG 
Name Display feature supports the following services: 


— Calling Name Identification Presentation (CNIP), 
— Connected Name Identification Presentation (CONP), and 


— Calling/Connected Name Identification Restriction (CNIR). 


Calling Name Identification Presentation 


Calling Name Identification Presentation (CNIP) service is available to the 
called/connected party. When this service is enabled, the calling party’s name 
is displayed on the connected party’s set. CNIP service is available on a 
permanent basis only, and requires the calling party to have the Class of 
Service Name Presentation Allowed, defined in LD 10 or LD 11. 


Connected Name Identification Presentation 


Connected Name Identification Presentation (CONP) is a service available to 
the calling party. When this service is enabled, the called/connected party’s 
name is displayed on the calling party’s set. CONP is provided on a 
permanent basis only and requires the called/connected party to have the 
Class of Service Name Presentation Allowed, defined in LD 10 or LD 11. 
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Calling/Connected Name Identification Restriction 


Calling/Connected Name Identification Restriction (CNIR) prevents the 
calling/connected party’s name from being presented to a called/calling party. 
CNIR is invoked on either a permanent basis, provided the calling/connected 
party has a Class of Service Name Presentation Denied defined in LD 10 or 
LD 11, or ona per-call basis. When CNIR is activated on a per-call basis, the 
Class of Service Name Presentation Allowed is configured, and Calling Party 
Privacy (CPP) Flexible Feature Code (FFC) is dialed prior to initiating a call. 
This supplementary service restricts presentation of the calling/connected 
party’s name during a normal call establishment and also when the possibility 
of name presentation arises from the operation of other features, such as Call 
Transfer, Call Forwarding or Hunting. 


Operating parameters 


ISDN QSIG Name Display feature requires the QSIG General Functional 
(GF) transport platform. QSIG GF protocols provide name information that 
is contained in the facility information element. This protocol transports call 
control messages from one network to another. 


Fifty characters string length is the maximum allowable size of name display 
information for QSIG. The Call Party Name Display (CPND) feature accepts 
27 characters string length. If a name display exceeds these parameters, the 
name is truncated on the receiving set. 


Interworking with existing Meridian Customer Defined Network (MCDN) 
Name Display feature is dependent upon the remote capability of the 
associated D-channel defined in LD 17 for PRI routes. 


Individual service profiles cannot override Calling Name Identification 
Restriction requests. Therefore, when name display information has been 
restricted, it is not possible to obtain this information on the display of the set. 


For ISDN BRI sets to have the capability to activate Calling/Connected Name 
Identification Restriction (CNIR) on a permanent basis, the PRES prompt in 
LD 27 must be defined PRES = NO. 


Calling Party Privacy (CPP) Flexible Feature Codes (FFC) is not supported 
on BRI sets. Therefore, CNIR on a per-call basis is not supported on BRI sets. 
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Calling/Connected Name Identification Restriction (CNIR) takes precedence 
over Calling Name Identification Presentation (CNIP) and Connected Name 
Identification Presentation (CONP) services. 


Feature interactions 


Call Modification 


If an incoming QSIG with name display presentation allowed receives call 
modification treatment, such as Call Pickup, Call Transfer, Conference, Call 
Forward All Types or Hunt, the reason for call modification is not displayed 
on the calling party’s set. Name display information is not updated on the 
calling party’s set. However, if a CONNECT message is sent, the calling 
party’s name display is updated on receipt of this message. 


Call Pickup 


An incoming QSIG call with name display presentation allowed has name 
information displayed on the set that picks up the call. If the incoming QSIG 
call has presentation denied, the calling party’s name is not displayed on the 
set picking up the incoming call. 


Call Pickup Network Wide 


When a QSIG call with name display presentation allowed is picked up on a 
MCDN, the calling party’s name information is displayed on the set that 
answers the call. If presentation restricted is defined, then name information 
is not displayed. 


Call Transfer 

After the completion of a call transfer, an incoming QSIG call with name 
display presentation allowed has name information displayed on the 
destination set. If the incoming QSIG call has presentation denied, name 
information is not displayed to the destination set. 


Call Transfer Network Wide 

When a QSIG call with name display presentation allowed is transferred over 
a MCDN, the calling party’s name information is displayed on the set that 
answers the call. If presentation restricted is defined, then name information 
is not displayed. 
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Conference 

Conference Network Wide 

An incoming QSIG call with name display presentation allowed is 
conferenced locally. When a conferee drops out of the conference, calling 
party’s name information is displayed and is passed on to another conferee. 
Name display information remains until the last local set remains on the 
call.With presentation restricted, the calling party’s name information is not 
displayed as conferees leave the call. 


Call Forward All Calls 


When an incoming QSIG call, with name display presentation allowed Name 
Display, is forwarded locally, the calling party’s name information is 
displayed on the forwarding set. With presentation restriction, the calling 
party’s name information is not displayed to the destination set. 


Call Forward All Calls - Network Wide 

When a QSIG call with name display presentation allowed is forwarded over 
a MCDN, the calling party’s name information is displayed on the forwarded 
set. If presentation restricted is defined, then name information is not 
displayed on the destination set. 


Call Party Name Display 

Calling Party Name Display Denied 

Call Party Name Display and Calling Party Name Display Denied interact 
with ISDN QSIG Name Display, depending on the Name Display 
configuration in LD 17 for PRI. When a QSIG network is interacting with an 
MCDN network providing network capability ND3, both the MCDN and 
QSIG Name Display feature function on the same level. 


Calling Party Privacy 
Calling Party Privacy (CPP) takes precedence over the ISDN QSIG Name 
Display feature. 


Hunting 

When an incoming QSIG call with name display presentation allowed is 
hunted locally, the calling party’s name information is displayed on the 
destination set. With presentation restriction, the calling party’s name 
information is not displayed. 
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Hunting - Network Wide 

When a QSIG call with name display presentation allowed is forwarded over 
a MCDN, the calling party’s name information is displayed on the forwarded 
set. If presentation restricted is defined, then name information is not 
displayed on the forwarded set. 


Incoming DID Digit Conversion 

Incoming DID Digit Conversion Network Wide 

IDC trunk and name information is passed and displayed to the terminating 
party when no name information is received from the Direct Inward Dial 
(DID) trunk. The Incoming DID Digit Conversion (IDC) feature is activated, 
and name information is associated with the converted digit sequence. 


Name information received from a DID trunk takes precedence over an IDC 
trunk name. 


Feature packaging 
ISDN QSIG Name Display requires the following packages: 


— Calling Party Name Display (CPND) package 95; 
— Digit Display (DDSP) package 19; 

— Calling Party Privacy (CPP) package 301; and 
— Flexible Feature Codes (FFC) package 139. 


The following packages are required for 1.5 Mbps ISDN PRI QSIG interface: 
— ISDN QSIG Basic Call (QSIG) package 263; 

— QSIG GF Transport (QSIGGF) package 305; 

— Integrated Services Digital Network (ISDN) package 145; 

— 1.5 Mbps Primary Rate Access (PRA) package 146; and 

— Multi-purpose Serial Data Link (MSDL) package 222. 
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Feature implementation 
LD 95 — Modify the Call Party Name Display (CPND) data block. 


Note: Call Party Name Display is also defined at the set level in either 
LD 10 or LD 11 depending on type of set. 

Response Description 

NEW Create Call Party Name Display data block. 

CPND Call Party Name Display data block. 


XX Customer number. 


Create new name strings. 


Name Strings. 


Customer number. 





Directory Number. 
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LD 10 — Define Class of Service Name Display Allowed on Analog 
(500/2500 type) sets. 


Prompt Response Description 


REQ: NEW, CHG Add, or Change. 


TYPE: 500 Type of telephone. 


CUST XX Customer number. 


Called Party Number Display Allowed. Allows 
called/connected party name to be viewed by calling party. 
(CNDD) = Call Number Display Denied (default). 


Name Display Allowed on the far end. 
(NAMD) = Name Display Denied (default). 


Allow Call Party Name Display name assignment. 





LD 11 - Define Class of Service Name Display Allowed on Meridian 1 
proprietary sets. 
Response Description 
NEW, CHG Add, or Change. 
XXXX Telephone type, where: 
Xxxx = SL1, 2006, 2008, 2009, 2016, 2018, 2112, 2216, 
2317, 2616 or 3000. 


Customer number. 


Call Party Name Display Allowed. Allows display of original 
DN name on redirection. 
(CNDD) = Call Party Name Display Denied (default). 
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Dialed Name Display Allowed. This displays the originally 
dialed DN Name on redirected calls. 
(DNDD) = Dialed Name Display Denied. 


Name Display Allowed on the far end (default). 
(NAMD) = Name Display Denied. 





LD 12 - Define Class of Service Name Display Allowed on Attendant 
Consoles. 


Response Description 
NEW, CHG Add, or Change. 


XXXX Console type where xxxx =1250 or 2250. 


Iscu Terminal Number. 
cu For Option 11C. 


Call Party Name Display Allowed. 
(CNDD) = Call Party Name Display Denied (default). 





LD 17 — Configure Remote Capability for QSIG D-channel. 


Response Description 
CHG Change. 
ADAN Action Device and Number. 


aaa dch x Change or New D-channel where aaa = NEW or CHG. 


Interface type for D-channel. 


Allow Name Display Services (NDS) as new remote 
capability. 
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LD 17 — Configure Remote Capability for MCDN D-channel. 


Response Description 


CHG Change. 


ADAN Action Device and Number. 


aaa dch x Change Input/Output Device. 


Interface type for D-channel. 


Allow Name Display 3 (ND3) as new remote capability. 





LD 57 — Define the Calling Party Privacy Flexible Feature Code for 
Meridian 1 proprietary and Analog (500/2500 type) sets. 

Prompt Response Description 

REQ NEW, CHG Add, or Change. 

TYPE FFC Flexible Feature Code data block. 


CUST XX Customer number. 


FFCT Flexible Feature Confirmation Tone. 


Calling Party Privacy Flexible Feature Code (typically *67). 
CPP is only prompted if the CPP package is equipped. 





Feature operation 


To activate Calling/Connected Name Identification Restriction (CNIR) on a 
per call basis, the calling party dials the Calling Party Privacy (CPP) Flexible 
Feature Code prior to initiating the call. 
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